






CONNECT TO GROUND FOR NEGATIVE SWITCHING 
OR 
TO 12V FOR POSITIVE SWITCHING (insert fuses f none supplied) 


REVERSE POLARITY 

ORANGE LOCKNIC —$——> TOCAR 

WHITE LOoCKCOM, ———————>. 10 D00R ORANGE 

YELLOW LOCK N/O WHITE 

ORANGE/BLACK UNLOCK NIC TO CAR YELLOW 

WHITE/BLACK UNLOCK COM TO DOOR ORANGE/BLACK 

YELLOW/BLACK UNLOCK N/O WHITE/BLACK 
YELLOWIBLACK 

+12 VOLT 


{insert fuses if none supped) 


VACUUM PUMP SYSTEM 


ORANGE LOCK NIC 
WHITE LOCK COM 
YELLOW LOCK N/O 


ORANGE/BLACK = UNLOCK NC 
WHITE/BLACK UNLOCK COM 
YELLOWIBLACK = UNLOCK N/O. 




















FROM IGN’ SWITCH 






; 
__TO STARTER SOLENOID 


YELLOW - WINDOW OUTPUT (- 
REDIBLACK - BOOT RELEASE OUTPUT (>) 


LED Ik 


OVERRIDE SWITCH 





CENTRAL LOCKING PULSE 
JUMPER | 0.5sec 


OSED = 3.0sec 
ANTENNA 


5 
e 
= 
O 

0 





———— ai PLUG-IN SHOCK 





BROWN 





PURPLE 

OUTPUT (-) : 
BLACK - GROUND mF 
ORANGE ~ LOCK NIC : 
WHITE -LOCKC 
YELLOW - LOCK NO 


ORANGE/BLACK - UNLOCK NIC 
WHITE/BLACK - UNLOCK COM 


VFIILOWRI ACK .LINFOCK NIO 
BLUEWHITE - POSITIVE DOOR TRIGGER INPUT. 


BLUE - NEGATIVE DOOR TRIGGER 
WHITE - IGNITION INPUT (+) ‘ 
GREY - BONNET TRIGGER INPUT (-) 
GREEN - BOOT TRIGGER INPUT (-) 


2 SENSOR PORT FOR OPTIONAL 


Ign Coil fuse 12v always live Ign Coil / Ecu 


‘Main 12v 










#12VIGN / CRANK 


TO STARTER SOLENOID FROM IGN SWITCH) 


U 
LED ———— 


OVERRIDE 








a 


J, LOCKING PULSE 
JUMPER: 

















NLOCK NIC 











Awaysive ST Fuse 7.5Amp. 




















a ECU-IG, A/C, WIPERS, 
| GAUGE eNGOR, 
GROUND "SF 7 TURN, ENG Ace 
Connect to 
LOCK NIC 
Lock ¢ | SOOC RRRRnTIRS 






LOCK NiO J 


NLOCK COM: | 


FRONT interior hi 
IVE DOOR TRIGGI 














—_ ule Neceae f 


SOR PORT FOR OPTIONAL SENSORS: 














TO 12V FOR POSTE ST 





